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SDC’s 295 battery powered keyless cabinet locks provide an 
easy, economical solution for security and keyless access control 
for a wide variety of cabinet doors, drawers, storage lockers and 
more. Quickly and easily add/delete up to 30 individual user PIN 
codes with programmable keypad. Powered by two AAA batteries, 
the need for low voltage wiring is eliminated. 

295 battery powered keyless entry cabinet lock provides security 
and access control for indoor commercial and residential, metal and 
wood cabinetry, files, desks, lockers, electrical enclosures, display 
cases and portable carts. The 295 is designed for new or retrofit 
cam lock compatible doors and drawers. 

295  Standalone Programmable Cabinet Lock
  MODELS

• Multiple locking cam positions
• Programmable multiple  or one-time use 

mode
• One master code with full programming and  

control capabilities
• One sub-master code with limited 

programming for user codes, maintained 
unlock, unlock time only

• 30 users
• 4-6 digit PIN codes
• Field optional user changeable PIN
• Unlock time programmable from 1-9 

seconds (factory default 3 seconds)
• Keypad tamper lockout
• Concealed mechanical key override
• Battery powered (2 AAA)
• Battery failure override
• Visual status indicators (LED)
• Key override

  STANDARD FEATURES

For Cabinets, Electrical Cases, Display Cases and Drawers295 Programmable Cabinet Lock 

295 
Standalone Programmable 
Cabinet Locks
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https://sdcsecurity.com/docs/Limited-Warranty.pdf
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295

Power AAA Alkaline Batteries (2)

Battery Lifespan 15,000 cycles

Battery Failure Override 9V Battery Terminals

Supplied Locking Cams (A) 11/2” From Spindle Centerline
(B) 1” From Spindle Centerline

Cam Mounting 5/16” Square Spindle

Spindle Hole Requirement 15/16” Diameter

Dimensions 43/4”H x 12/5”W x 4/5”D  (12/5”D w/ Dial)

Weight 0.5 lbs

  SPECIFICATIONS

  APPLICATIONS
• New installations or retrofit installations of existing manual 

cam lock prep 

• Vertical or horizontal keypad mounting.

RETAIL AND MUSEUM 
Display cases, cabinets, etc

LABORATORY, HEALTHCARE, PHARMACEUTICAL
Files, cabinets, lockers, carts, etc

BUSINESSES AND SCHOOLS
Office, kitchen and bathroom cabinets, file cabinets, desk 
drawers, lockers, carts, etc

INDUSTRIAL/MANUFACTURING:
Metal and wood cabinetry for tools, supplies, inventory, 
hazardous material storage, etc

RESIDENTIAL
Cabinetry, closets, desks, files, etc

LAW ENFORCEMENT
Firearm, evidence lockers, cabinets, desk drawers, etc

RACK / CABINETS
Servers, LAN, HVAC, communications, etc

ELECTRICAL/EQUIPMENT ENCLOSURES
Hinged electrical cabinets, NEMA, floor and wall mount

SECURITY EQUIPMENT
Key control cabinets, alarm and power supply cabinets, etc

CONSOLE CABINETS
Security/CCTV, guard console station/cabinet, etc
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FOLLOW STEPS FOR ORDERING
Designates optional step

 STEP NUMBER: 1
ORDERING EXAMPLE: 295

  HOW TO ORDER


