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SDC’s 15 series value 5/8” latchbolt 
electric strikes are centerline latch 
entry strikes designed for use with 
cylindrical locksets and metal 
frames. 15 series strikes accept 5/8” 
throw latchbolts or up to ¾” throw 
latchbolts with 1/8” door gap. 

The 15 series electric strikes 
incorporate all stainless steel 
deadlocking mechanism and an 
internally mounted solenoid . The 
compact low profile design enables 
quick and easy installation where jamb 
space is limited . 

Centerline latch entry strikes require 
the latch to enter at the strike 
“centerline” located exactly between 
the top and bottom of the strike 
faceplate .

• Low profile

• Fewer moving parts

• Stainless steel components

• Stainless steel radius corner 
faceplate

• Durable die cast housing body

• Corrosion resistant

• Mounting tabs included

• Non-handed

• Internally mounted solenoid

• Voltage and current spike 
protection

• Screw terminals

15 Series
Value 5/8” Latchbolt  

Electric Strikes

MODEL LIST $

15-4F12U Value 5/8” Latchbolt Strike, Failsafe, 12VDC, 630  103.00

15-4F12URMB Value 5/8” Latchbolt Strike, Failsafe, 12VDC, 630, Buzzer  151.00

15-4F24U Value 5/8” Latchbolt Strike, Failsafe, 24VDC, 630 103.00

15-4F24URMB Value 5/8” Latchbolt Strike, Failsafe, 24VDC, 630, Buzzer 151.00

15-4S12U Value 5/8” Latchbolt Strike, Failsecure, 12VDC, 630 103.00

15-4S12URMB Value 5/8” Latchbolt Strike, Failsecure, 12VDC, 630, Buzzer 151.00

15-4S24U Value 5/8” Latchbolt Strike, Failsecure, 24VDC, 630 103.00

15-4S24URMB Value 5/8” Latchbolt Strike, Failsecure, 24VDC, 630, Buzzer 151.00

RELATED PRODUCTS
When you order any SDC products in this section, there are a number of related or complementary products 
that have proven to work well with your selection .

BR64XL AC to DC Bridge Rectifier 32.00
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